
Sun STT-100

LEWISLEWIS

2214 HWY. 1187 BLDG. 1

Mansfield, TX76063

817-225-1090

"Your  Turnkey Crane and Hoist Provider"

Tower  Crane   Hoist    M obile

Rentals and Sales

LEWISLEWIS

Topless Tower Crane



1.00 t

(12.5 m)

172 ft.

A

B

C = Add for jib tip radius 5'-7" (1.7 m)

C

A

= Centerline crane to minimum 2 part hook radius 8'-2"  (2.5 m)

= Bottom of jib to hook block 10'-6"   (3.2 m)

B

164 ft.

156 ft.

148 ft.

139 ft.

131 ft.

123 ft.

115 ft.

1.30 t

1.40 t

1.60 t

1,80 t

1.90 t

2.35 t

98 ft.

3.00 t

(
3
.
0
2
 
m

)

(1.6 m)

(52.54 m)

(50 m)

(47.5 m)

(45 m)

(42.5 m)

(40 m)

(37.5 m)

(35 m)

(30 m)

9
'
 
-
 
1
0
"

5' - 3"

2,205 lbs

2,866 lbs

3,086 lbs

3,527 lbs

3,968 lbs

4,189 lbs

4,740 lbs

6,614 lbs

34' - 9"

5,181 lbs

2.15

Power Requirements

480 volts, 60 cycle, 3 phase: 100 amp service

Kilowatts SpeedHorsepower
Unit

Swing

Trolley 0 - 187 ft/min

0 - 57 m/min

0 - 0.7 rpm

4 - Part Line
Line Speed

Capacity

13,200 lbs

10,600 lbs

0 - 66 ft/min

0 - 20  m/min

0 - 98 ft/min

0 - 30  m/min

0 - 50 m/min

2 - Part Line
Line Speed

Capacity

2,600 lbs

5,300 lbs

6,600 lbs

0 - 328 ft/min

0 - 60  m/min

0 - 197 ft/min

0 - 40  m/min

0 - 131 ft/min

Hoist Unit

32 hp 24 kW

2.2 Kw

3.7 Kw

6,600 lbs

3.0 t

13,200 lbs

6.0 t

0 - 100 m/min

0 - 164 ft/min

5 Hp

3 Hp

5,300

Sun STT-100

Topless Tower Crane

Modular System

Additional Equipment and Services Available

*Due to product improvement specifications are subject to change without notice.

Moritsch Tower Cranes

Comedil Tower Cranes

Peiner Tower Cranes

Sun Tower Cranes

Comansa Tower Cranes

Timberland Derricks

Hardrock Elevators

Hercules Elevators

Specialized Rigging

Technical Services

Third Party Inspections

Parts and Repair Services

Erection and Dismantlement Services

EQUIPMENT RENTALS - SALES- 24 HOUR SERVICE - YARD STORAGE & TRANSFERS - REGIONAL SERVICE

WWW.LEWISCRANEANDHOIST.COM

Sun STT-100

Line Speeds and Power Requirements

2214 FM 1187, SUITE 1

MANSFIELD, TX 76063

OFFICE: 817-225-1090 FAX: 817-225-1095
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DESCRIPTION

DIMENSION

  L x W x H

WEIGHT

Climbing Cage

Complete

Slewing Unit

Hook Block

Jib Trolley

4'3" x 4'9" x 3'0"

1.29m x 1.45m x 0.92m

Jib Section

Jib Section

Jib Section

Jib Section

Jib Section

Jib Section

+ Jib Tip

Jib Section

Cathead

Jib Tip

882 lbs

400 kg

4,262 lbs

1933 kg

Counter-jib

(inc. hoisting winch)

4'2" x 8'11" x 38'9"

1.27m x 2.72m x 11.81m

4'5" x 0'9" x 4'3"

1.3m x 0.2m x 1.3m

560 lbs

254 kg

8'0" x 3'11" x 33'3"

2.44m x 1.20m x 10.15m

2,976 lbs

1,350 kg

5'9" x 3'11" x 33'8"

1.75m x 1.2m x 10.25m

2,425 lbs

1,110 kg

5'9" x 3'11" x 33'8"

1.75m x 1.2m x 10.25m

1,720 lbs

780 kg

5'9" x 3'11" x 33'6"

1.75m x 1.2m x 10.2m

794 lbs

360 kg

5'7" x 3'11" x 16'5"

1.7m x 1.2m x 5.0m

705 lbs

320 kg

4'3" x 3'11" x 16'9"

1.3m x 1.2m x 5.11m

375 lbs

170 kg

4'3" x 3'11" x 8'7"

1.3m x 1.2m x 2.61m

198 lbs

90 kg

3'10" x 3'11" x 2'1"

1.17m x 1.2m x 0.63m

H

L W

H

L W

H

L W

H

L

L

W

H

L

W

H

L

H

W

L

W

H

1 2 3 4 5 6 7

1 2 3 4 5 6

1 2 3 4 5 7

1 2 3 4 5

5 61 2 3 7

5 61 2 3

51 2 3 7

51 2 3

1 2 3

+ Jib Tip

+ Jib Tip

+ Jib Tip

Jib Assembly 115 ft (35.0 m ) jib

Jib Assembly 98 ft (30.0 m ) jib

Jib Assembly 123 ft (37.5 m ) jib

Jib Assembly 131 ft (40.0 m ) jib

Jib Assembly 139 ft (42.5 m ) jib

Jib Assembly 148 ft (45.0 m ) jib

Jib Assembly 156 ft (47.5 m ) jib

Jib Assembly 164 ft (50.0 m ) jib

Jib Assembly 172 ft (52.5 m ) jib

W

H

L

W

NOTE: Weights and dimensions are approximate. Weigh components before lifting.

4,741 lbs

2,150 kg

2,712 lbs

1,230 kg

6,174 lbs

2,800 kg

9,702 lbs

4,400 kg

12'0" x 11'9" x 22'3"

3.67m x 3.6m x 6.78m

11,334 lbs

5,140 kg

13,455, lbs

6,103 kg

13,080 lbs

5,933 kg

12,750 lbs

5,783 kg

12,375 lbs

5,613 kg

11,735 lbs

5,323 kg

11,360 lbs

5,153 kg

11,030 lbs

5,003 kg

10,655 lbs

4,833 kg

9,861 lbs

4,473 kg

+ Jib Tip

+ Jib Tip

+ Jib Tip

+ Jib Tip

+ Jib Tip

98'5" x 3'11" x 8'0"

30m x 1.20m x 1.2m

114'10" x 3'11" x 8'0"

35m x 1.20m x 1.2m

123'0" x 3'11" x 8'0"

37.5m x 1.20m x 1.2m

131'3" x 3'11" x 8'0"

40m x 1.20m x 1.2m

139'5" x 3'11" x 8'0"

42.5m x 1.20m x 1.2m

155'10" x 3'11" x 8'0"

47.5m x 1.20m x 1.2m

164'0" x 3'11" x 8'0"

50m x 1.20m x 1.2m

172'3" x 3'11" x 8'0"

52.5m x 1.20m x 1.2m

147'8" x 3'11" x 8'0"

45m x 1.20m x 1.2m

Standard Tower Section

L46A1

9'8" x 10'2" x 15'5"

2.96m x 3.12m x 4.69m

L

H

5'3" x 5'3" x 9'10"

1.6m x 1.6m x 3.02m

6'11" x 6'11" x 8'1"

1.86m x 1.86m x 2.5m

1  Jib assembly doesn't include trolley, pulley support and load block.

2  Counter-Jib include hoist winch frame and tie bars.

3  Cathead includes cabin, rails, platform and ladder.

H L

6,185 lbs

2805 kg

25'3" x 5'7" x 5'7"

7.7m x 1.7m x 1.7m

Basic Mast

L46G20

L

W

Anchor Stool

D46

3'9" x 1'7" x 1'7"

1.2m x 0.5m x 0.5m

373 lbs

169 kg

W

j

k

l

m

n

o

p

DESCRIPTION

DIMENSION

  L x W x H

WEIGHT

Hook

Radius

Hook

Radius

  50 m

  35 m

Radius and capacity (meters and tons)          4-Part-Line                                        m

  50 m

  40 m

  35 m

  45 m

  30 m

  47.5 m

  52.5 m

  45 m

  42.5 m

  40 m

  37.5 m

  30 m

  52.5 m

  47.5 m

  42.5 m

  37.5 m

20       25       30       35     37.5     40      42.5     45     47.5     50     52.5

20       25       30       35      37.5    40      42.5     45     47.5      50     52.5

1.902.062.252.733.00

1.081.161.261.361.481.621.772.162.72

1.401.501.631.761.922.092.54

1.401.511.631.771.922.102.55

1.601.731.872.032.222.683.00

1.952.112.312.79

2.152.342.83

2.35

1.031.211.431.732.122.673.52

1.251.351.461.712.05

1.461.581.872.053.134.10

1.551.821.982.643.304.31

1.751.902.072.262.743.434.47

2.012.204.37 3.35

2.102.292.793.484.53

2.30

3.103.865.01

Hook

Radius

Hook

Radius

Radius and capacity (feet and pounds)         2-Part-Line                                  ft

Radius and capacity (feet and pounds)          4-Part-Line                                         ft

66          82        98         115      123       131       139       148       156       164       172

Pounds

t

t

1.00

1.30

3.00

3.003.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00 3.00 3.00

3.00

3.00

3.00

3.00

1.80

3.0 t - 23.0 m

3.0 t - 26.2 m

3.0 t - 26.2 m

3.0 t - 27.4 m

3.0 t - 28.3 m

3.0 t - 27.7 m

3.0 t - 28.6 m

3.0 t - 28.7 m

3.0 t - 30.0 m

4.09

6.0 t - 15.2 m

6.0 t - 15.1 m

6.0 t - 14.4 m

6.0 t - 14.4 m

6.0 t - 12.8 m

13,228 lbs - 56 ft

13,228 lbs - 52 ft

13,228 lbs - 52 ft

13,228 lbs - 50 ft

13,228 lbs - 51 ft

13,228 lbs - 49 ft

13,228 lbs - 47 ft

13,228 lbs - 42 ft

2,2052,3812,5572,7782,9983,2633,5713,9024,7626,614

6,614

6,614

6,614

6,614

6,614

6,614

6,614

6,614 6,614

6,614

6,614

6,614

6,614

6,614

6,614

6,614

6,614

6,261

6,239

6,019

6,151

5,908

5,622

5,600

5,181

5,159

4,960

5,093

4,894

4,630

4,608

4,740

4,542

4,652

4,475

4,233

4,233

4,189

4,299

4,123

3,902

3,880

3,968

3,814

3,594

3,594

3,527

3,329

3'307

3,086

3,086 2,866

2,0942,2712,4472,6682,8883,1533,4613,8144,6745,8867,760

2,7562,9763,2193,4833,7704,1234,5195,4906,900 9,017

9,039 6,900 5,512 4,519 4,123 3,792 3,483 3,219 2,976

3,4173,7044,012 4,3654,7845,8207,2759,502

9,855

9,634

9,987

10,009

11,045 8,510

7,694

7,672

7,385

7,562

6,834

6,151

6,151

5,908

6,041

5,071

5,049

4,850

4,982

4,630

4,431

4,564

4,079

4,189 3,858

5,997

6.0 t - 17.1 m

6.0 t - 15.8 m

6.0 t - 15.7 m

6.0 t - 15.5 m

13,228 lbs - 47ft

Radius and capacity (meters and tons)         2-Part-Line                                        m

2.84

6,614 lbs - 86 ft

 172 ft

 164 ft

 156 ft

 148 ft

 139 ft

 131 ft

 115 ft

  98 ft

 172 ft

 164 ft

 156 ft

 148 ft

 139 ft

 131 ft

 123 ft

 115 ft

  98 ft

 123 ft

6,614 lbs - 76 ft

6,614 lbs - 86 ft

6,614 lbs - 93 ft

6,614 lbs - 90 ft

6,614 lbs - 91 ft

6,614 lbs - 94 ft

6,614 lbs - 94 ft

6,614 lbs - 98 ft

2.17 

1.31 1.57 1.11 0.95 

3.13 2.49 1.87 1.58

2.50 1.72 1.35

1.68 

2.68 1.85

4.54 3.49 2.79

Pounds

66          82        98         115      123       131       139       148       156       164       172

Sun STT-100

Radius and CapacitiesCrane Component List

Sun STT-100
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Freestanding Hook Heights

Concrete FoundationA

C

B

Plan View of Anchors

℄of

tower

Elevation View of Undercarriage

(1.6 m)

(
1
.
6
 
m

)

1

2

3

4

5

6

7

8

9

10

11

12

*13

Towers Feet Meters

39

58

68

78

88

98

117

127

137

147

7.62

Tower

(
.
1
5

 
m

)

Foundation

Anchors

Reinforcing

Steel

4" mud slab

(optional)

Elevation View of Anchors

(
.
9
1
 
m

)

(
.
1
3
m

)

A

B

C

(4.5 m)

0
'
 
-
 
6
"

3
'
 
-
 
0
"

0
'
 
-
 
5
"14' - 9"

5
'
 
-
 
3
"

5' - 3"

= Height of telescoping unit 22'-3"  (6.8 m)

= Height of complete slewing unit 8'-1"  (2.5 m)

= Height of jib section 7'-8"  (2.35 m)

25

48

107

*For greater freestanding

heights contact Lewis Crane

and Hoist for more information.

11.8

14.8

17.8

20.8

23.8

26.8

29.8

32.8

35.8

38.8

41.8

44.7

Top Climbing

NOTE:

Tie-in installations may vary

due to job site conditions. Contact

Lewis Crane and Hoist for information

regarding dimensions and reaction forces.

The jib must be parallel to the face of

building when climbing.

(3.0 m)

Tie-in collar

℄ 
o
f

C
r
a
n
e

Tie-in

struts

Face of

Structure

Connection shoe

by Contractor

J
o
b
 
S

p
e
c
i
f
i
c

Tie-in Detail

Plan View

3
9
'
 
-
 
4
"

 
(
1
2
.
0
m

)
 
M

i
n
.

3
9
'
 
-
 
4
"
 

(
1
2
.
0
m

)
 
M

i
n
.

10'-0"  Min

1
0
8
'
 
-
 
3
"
 
(
3
3
.
0
 
m

)
 
M

a
x
.

Tie-in

Assembly

Top Climbing

Unit

7
8
'
 
-
 
8
"
 
(
2
4
m

)
 
M

a
x
.

1
1
0
'
 
-
 
2
"
 
 
(
3
3
.
6
m

)
 
M

a
x

Sun STT-100

Climbing / Tie - in AssemblyHook Heights / Freestanding

Sun STT-100
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